H.264 IP Camera User Manual

1. introduction

IPCAM is an solution of integrated wireless network camera. It put high quality network
digital video cameras connected with powerful web server together.it can display the
vedio from the local network or the Internet image clearly on your desktop.

The basic function of IPCAM is transmit video data with network, using the MJPEG
hardware compression technology, The speed of transmission with high quality video image
on a LAN, wan ftransmission can reach 30 frames per second.

IPCAM video data transmission based on TCP/IP protocol. The built-in Web server
support Internet so you can manage and matain your equipment and achieve remote
configuration, start-up and upgrade the firmware easily.

You can take advantage of IPCAM monitoring your home or office and other special area
you want to monitor. As well you can control the network camera and manage picture via
internet.everything is achieve through simple network access.

2.appearance

speakers
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% 1 Connection

1) First: connect the camera with hub, switch or router by Cat.5 straight-through
cable or cross-over cable with standard RJ-45 interface. Or connect it with PC
directly by the cable mentioned.
2) Second: connect the camera with power supply by the adaptor supplied (DC5V,
2A).
Caution: Please ensure that the adaptor matches with the electricity (Input: AC 110V
or 220V, Output: BV DC/2A).
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Power Adapters

Power Adapters E [j
‘lntntmtl E h Y—

e, S

cable ; '| 1 cable ﬁ ' j

% 2Setup and Startup

Use of computers and cameras within a LAN
1) Open the CD

double-click the above icon and a dialogue box appears: the IP address of the camera
will appear after several seconds later.
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= TP Camera Tool

- //192_168.1.103-81 (H264)

Obtain IP from DHCP Server

B TP Camera Tool

Bazic Froperties

Hetwork Configuration

llpagrade Firmwares
Befresh Camera List
Fluszh Arp Buffer
About IF Camera Tool
Upen Url...
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IPCAN Network Configuration

IF Address | ©
Subnet Mask | L

Fateway I 5| o 5] 5]

IHE Serwver I 0 i) 1] 0

Hitp Fort !81

Dbtain IF from DHCE server v

User !admin

Paszword I

.."3._"_ IP Camera Tool

- //192_168.0._101:81 (H264)

You may encounter a problem: while the device is not able to search to open a Web
page, in which case you can try to clear the ARP cache.

% 3 Installing OCX

1) Login

Input the URL (for example, http://192.168.0.101: 81) or enter the home page by ip
camera tool mentioned above.

Input the user name and password (default user: admin; no password). Click “Sign in”
and enter the monitoring page (Max. 4 users viewing simultaneously).

Language optional: Traditional and Simplified Chinese, English, Spanish, Deutsch,
French, Italian, Polish and Korean.

Note: There are three modes optional for different applications. Please select one
according to your web browser.

If it's the first time a camera being viewed in a PC, .an OCX file needs installing in the
PC. Please download OCX file and install it. Next, please refresh the page and login
again.

English Spanish Deutsch French Italin Polsd #H2%2] Pl R4dir | ocx

ActiveX Mode (For IE Browser)
Sign in
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2 video.ocx

regsurdd CamSearch.ocx

Reqgsvriz x|

' ].|) CamSearch, oox BPEY DiRegisterServer FiTh.
.-

*4 Adjustment picture clarity

1)recommend: reply the default first, Adjust brightness (the best 18) and contrast

(the best 42>

For Visitor

For Operator

aJ < T Yoo
14.» o m M)

» 4 zoomt zoom—

)

—

l]l

Fri |1 % Set Call

Creversal  mirror
maode| 50 HE v

Frame Rate ]'f[ax(25fps) v

brlghtness s 18 -
contrast:“_ 42 -
default all

2) (Rotating lens circle)
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%5 Fill in the network properties manually

If you select "Obtain IP from DHCP server” when the router supports DHCP server
function and it must be enabled. This is typically used when you don't know the

network properties.

Basic Network Settings

Obtain IP from DHCP Server
Http Port |31
Rtep port |554
[ Submit ] [ Eefreszh ]

You can manually fill in when you know the network properties

For example: 192.168.0.110, http port 85

Basic Network S5Settings

Obtain IP from DHCE Serwver

[l

IF Addr

i192. 168.0.110

Subnet Mazk

]255. 2B, 2E6. 0

Gateway

1182, 168, 0. 1

DNS Serwverl

202. 96. 134. 133

DS ServerZ

202, 96. 128, 166

Http Port 85
Etzp port |55~‘-1
[ Submit J [ Refresh J

please fill in DNS coder in server manually and keep it correspondence with

Hub.Routers running status page-DNS
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System status WAN settings LAN settings DNS settings Bandwidth control Traffic s

Commection status  Connected
WANTP 18313147199
Subnet Mask 233.235.233235
Gateway 183.13.144.1
DNS server  202.96.134.133
Afternate DNS server  202.96.128 166
Connection type PPPoE

B TP Camera Tool

|IPcu Http://192. 168.0.110:85 (H264)

%* 6 Wireless Lan Settings (For wireless ip camera only)

1) Please select Wireless Lan Settings and click Scan. Then the camera scans the

WLAN nearby and lists the results.
:'I'Eir:efieﬁ:--.-Lnts:t-éﬁetf"i-ix_gag:--.
Tenda BACOCE[CH:34:35:54:C0:C8] Manaz WPA-PSE(AES

Wireless Network Liszt

Scan

Uzing Wireleas Lan )
[ Submit ] [ Fefresh J

2)
you can fill in the SSID, Encryption method and Keys according to the wireless
network settings of your wireless router. Select None if no encryption is set.
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DHCP  Virtmal  Security  Routing S
Server server settings settings

Wireless Basic Settings

Wireless Security Access Control Connection Status

SSID — "Tenda JACOCS"

Security Mode | WPA - PSK v|

WPA Algorithms (D AFES OTKIP  TKIP&AES

v 70019508

Key Renewal Interval  |3600 Second

WES Settingz (%) Disable (O Enable

Wireless Lan Settings

Wirelezz Network Lizt

Tenda BACOCE[CE:34:36:54:C0:C8] Manar WPA-PSE

N |

Uzing Wirelezz Lan

351D

|Tenda_5m:ncs [C8: 34 35|

Network Tspe

Infra w

Encryption

|‘.'.'PA—PSK Perzonal (AES) v|

Share Hew

70018508

[ = it ] [ Refresh ]

3) As it's correctly set, please pull out the network cable and the camera will reboot.
Please do not switch off the power supply while it's rebooting.

* 7 How to view on the Internet?

Select “virtual server”. Fill in the ip address and port the ip camera you've set.

1) Static IP Address

Routers running status page-WAN IP
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System status WAN settings LAN settings DNS settings Bandwidth control Traffic =

Connection statuz  Connected
WANTIP 18313.147.190
Subnet Mask 253.255.253.253
Gateway 183.13.144.1
DNS server  202.96.134.133
Atternate DNS server  202.96.128.166
Connection type PPPoE
Connection time  00:47:49
You just need to fill in the ip address provided by your network service supplier if you
access to the Internet in this way. And then you can view the camera on the Internet

by inputting the ip address.
For example: http://183.13.147.199:85

2) Dynamic IP Address 1
Stepl: Set a static ip address for the camera;
Reference X D: Fill in the network properties manually

Step2: Set the router;
Select “virtual server”. Fill in the ip address and port the ip camera you've set.

Port Range Forwarding DMZ Host UPNP Settings

NO.  Start_port End port LANIP
12 192.168.0[110 | TCP |» O
2 [ ] s | ([P
s [ H ) wrasso] ] TCP v
o [T woaeso] ] TCP
s [ ] wrasso[ | TCP v
6 [ W ] waieso[ | TCP »

[ W maeso[ | TCP
e [ ] measso] ] TCP v
o [ 0 ] wraeso ] TCP v
w0 [ ] waaese] | TCP v

Well-mown servics ports: [onsisa) v | Addto |

x| [canel

EONEY SRR R S RN
NN E e N

QEREEEaEEE

N
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http://183.13.147.199:85

Step3:Set the camera at Domain name service set

Domain Name Service 5et

dns enable

DNS Serwver

Domain Port

Heartbeat interwal

[ Submit ] [ Refresh ]

Step4: Acquire a dynamic domain name;

Login via the domain name provided with the camera (on the bottom of the camera).
It's the last 5 letters or numbers of the device ID plus the domain name. For example:
http://abcl2.camcctv.com

3) Dynamic IP Address 2

Stepl: Set a static ip address for the camera;

%5 B I E: Fill in the network properties manually

Step2: Set the router;

Select “virtual server”. Fill in the ip address and port the ip camera you've set.

Advanced Wireless DHCP Virtual Security Routing
settings settings Server server settings settings
Port Range Forwarding DMZ Host UPNP Settings
N, Start_port_End_port LANIP Protocol Enahble Delete
a5 a5 192.168.0[110 | TCP v =

)

[ ] ssamsso[ ] [TCP ¥|
. [ M ] wmeaeso[ ] [TCP ¥
& [ ] e[ ] [TcP ¥
s [ W] mzaeso[ | [TCP ¥
6. [ W ] weso[ | |TCP ¥
T[] measse] ] |TcP |
. [ W ] maeso[ | |TCP v
o. [ W ] moasso] ] |TcP |
. [ ) ] wieso[ | |TCP ¥

Well-known servics ports: :.DI‘-JSIZSEZZ v Addio [ ..1

EONEY S RN R S RN
[UN (7 O T

£

Ok . Cancel

Step3: Acquire a dynamic domain name;

Logon www.dyndns.com.

Step4: Set the camera at DDNS service settings.

If all the steps above are correctly set, you can view the camera on the Internet by
inputting the URL, like “http://rh-ipcam.selfip.com” at web browser. (Note: the
default port of our camera is 80. you can set it from O to 65535 as you wish (it can't
be the same with the gateway). When the port is 80, you can input the domain only.
While it is other ports, for instance 85, you need to input
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http://abc12.camcctv.com
www.dyndns.com
http://rh-ipcam.selfip.com

“http://rh-ipcam.self.com:85" likewise. And now you can enjoy monitoring over the

Internet.

DDHNE Bervice

DynDns.org(dyndns)

DDNE User

th-ipearn

| Users Settings

DDINE Password

| Multi Device Sett

DDINE Host

th-ipcam.selfip.com |

DDING Status

DynDins Succeed

Fe-Update Ignoring A0 Frrors

[ never do this unless wour hostname has been unblocked

[ Submit ] [ Refresh ]

*8 TF/MSD for video

Don't support hot swaps, first insert CARDS then connect with power supply.
make vedio with continous power supply
After complete the vedio then stop the powe supply and pull the card out.

1) 25

2) Date&Time Settings: Sync with PC Time

DatekTime Settings

Dewvice Clock Time

a11fFs 318 11:32:11

|(G]‘|‘[T +0&:00) Beijing, Singapore, Taipei

Device Clock Timezone v
Ssmec with NTP Server
Mtp Server |‘time.nis‘t. zov v|
Ssmc with PC Time
[ Submit ] [ Eefresh ]

3) Record Schdule:

Set up a plan for video, can turn off the computer, keep to video for whole day.

Under Media Size :

provide most up to 166 TF card.
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http://rh-ipcam.self.com:85

EKecord 5chdule

zd state SD card has been inserted
Record coverage F
GPIO alarm record ]
Motion record P
Timer recording
Dar 0 1 2 3 4 5 6 T 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23
:‘m UL
oI
Tue
Hed
Thu
Fri
Sat

Submit ] [ Refreszh

4) Recording file list;

More than 10 minutes of video files appear in video file list, video files within 10
minutes can be read in SD card, not in video files list.

Eecording file li=t
Fecord File

20110602233426. h264 Downl oad Delete
20110602234426. h264 Download Delete
20110602235432. ha64 Download Delete

5) Refresh video information, download to your computer and drag it to media payler

(INCD) for replay

%9 record ,snapshort in computer

record ,snapshort,save disk,you can assign them manually in equipment, don't write
operation invalid. Don't provide recording function.

1)

-
—Record Path—

Eecord Path

Local recording file list |d:'\ab|:d |

[ Submit ] [ Refrezh ]
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05D disabled

~ -
@ [ =

2)
3) To find photo or recorder file in designhated disk.

Open the midea player,drag the file of recorder to media to replay.

(=
[= abed
1

4)drag it to media payler (INCD) for replay

% 10 Media Configuration
Media Size: 640x480 Rate: 1024 most clear

Media Size: 320x240 Rate: 512 Remote access screen is fluent, storage take up

the space is small
Long distance more fluent Rate:200-250

Device Info

Nedia Configuration Alias Settings
e 64 (A40x450) v| DatekTime Settings
Users Settings
Rate mode CER v| Z = =
Hulti-Device Settings
Key frame 50 Basic Network Settings
Guality 30 Domain Name Service Set
Rate 250 ¥ireless Lan Settings
ADSL Setti
Submit ] [ Refresh ELENES

TPnP Settings
DDHS Service Settings

Nail Service Settings

Ftp Service Settings

Alarm Service Settings

Nedia Configuration
Record Schedule
Record Information
Record Path
PIZ Settings

OUpgrade Device Firmware

Restore Factory Settings

Eeboot Device

Log
Back

%11 Other function is intfroduced

1. Ip Camera Tool In language transformation

SOLID CONVERTER PDF > et s pios e



Autodetect Langnage
v English

[k

Fahir

Spanash

Deut=ch
French
Ttalian
Fol=la

+10:90°9:9:9:9'9: 9@
1CH, 4CH, 9CH

o] olH off

1). For Visitor

0sD dizabled |«

-
@ @ =

click the headset, speak to the camera, the computer can send voice, which is

monitoring function

e
' Click Mic, spoke to the computer, camera sounds, which is the point of talking

to be monitored
Do not click the headset and microphone at the same time, it will interfere
0osD

0sD red w

display the Camera's name and time
2011/05/30 01:55:01
IPCAM

2). For Operator
Control P/T
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Dreversal I:lrnirr-:-r

3. For administrator

[

1) DeviceInfo

Device S5tatus
Device ID QOOQO0000CEScO
Device Firmware Version May 21 2011 08:06:28 w1
Device Embeded Web UI Version 2011.04. 27 10, 22
Alias IPCANM
Alarm Status None
DDH5 Status No Lction
UPnF Status UPnF Succeed
inter ip addr 192, 168, 1. 103
zd =tatus CNE
zd =tatus=l CNE

Eefresh

2) Only support English and Arabic numerals
alias: give a name to your camera, for instance, Room1, Hall, Office, etc. You can easily
recoghize each camera by their names especially when there are many cameras.

Alias Settings

Alias \IPCAN |

[ Submit ] [ Fefresh l

3)
DatekTime Settings

Device Clock Time 2011FF6H6H 12:56:57
Dewice Clock Timezone |(GMT +0&:00) Beijing, Singapore, Taipei v
Sync with NTP Server
HNtp Sexrver |time.nist.guv v|
Zync with PC Time F

[ Submit ] [ Refresh ]

4) 8 User and Password,
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admin0-adminO.....adminé-admin6, admin- empty

Users S5ettings
Tzer Pazzword

|adm:i.n|:| | [TIIIT]
adminl [TIIIT]
| |

|adm:i.n2 | [TI1IT1]
|adm:i.n3 | [IIIIT]
|adm:i.n~‘-1 | [II1IT
|adm:i.n5 | [II1IT]
|adm:i.nﬁ | [ITI1IT]
|ad.m:i.n |

[ Submit ] [ Refreszh ]

5)

Please select "Multi-Device Settings”. If the cameras are within the same LAN,
their ip address will list in Device List in Lan. Then click The 2nd Device and select
the ip address of the camera you want to add. Double-click the ip address and fill
in the required information. Click Add and then Submit.

Device Info

Hulti—Dewice Settings 5 Alias Settings
Wk201 (182, 168. 0. 99) DatekTime Settings
TPCAM {192, 168 i Users Settings
Device Ligt in Lan Hulti-Device Settings

Basic Network Settings

Refresh Domain Name Service Set

Wireless Lan Settings

The 1st Device This Device
The Znd Device None ADSL Settings
- OPnP Setting=s
i |IPCM{ . DDHS Service Settings
Hoszt 192, 168. 0. 229 Hail Service Settings
Command Fort 81 Ftp Service Settings

Alarm Service Settings

Media Port 81 z . =
Nedia Configuration

ez Record Schedule
Password | Record Information
[ RETTe ] L Record Path

PIZI Settings

The 3rd Devi it
EREERENTEE SRS Opgrade Device Firmware
The 4th Device Hone Restore Factory Settings
The &5fi Device None Eeboot Device
The Gzi Device None w LDg
— Back
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The 1=t Dewice Thiz Device B Rlaas Getriines
The Znd Dewice Hone DatekTime Settings
Alias |TPCAN Users Settings
Hozt [192. 168, D; 229 Hulti-Device Settings
= Ba=zsic Network Settings
il e |51 Domain Name Service Set
Media Port |81 ¥ireless Lan Settings
Uzex |admin ADSL Settings
UPnF Settings
Pazzword
DDHS Service Settings
[Remove Hail Service Settings
The 3rd Dewice Hone Ftp Service Settings
Tho-idth Dewios Wil Alarm Service Settings
X X Nedia Configuration
The 5fi Dewice None
Record Schedule
The Bsi Device None Record Information
The Tse Dewice None Record Path
The 8Sei Dewice Hone PTI Settings
= = Opgrade Device Firmware
The Sni Dewice Hone 5
. . . Restore Factory Settings
attention: If you want to accesz the dewice from internet, be sure the hozt and =
port that you set can be accessed from internet. Reboot Device
[ Submit ] [ Refresh ] = Log
Back

Get back to the monitoring page and select 4Ch or 9Ch window and then you will see
the images of the cameras.

B @9:90:0:0:9:0"0:®:0 TECAN
R

For ¥isitor

For Operator

Fri |1 %] sat call

Creversal  Cmirror
mode 50 HI R4

Frame Rate Max (2‘5f‘ps)‘ -

brightness!;‘- 18 | 1§

contrasti‘;- |42 | é
default all

6) Please select Using ADSL Dialup and fill in the correct user and password if
you use ADSL dialup to connect to the Internet.

ADSL Settings

Tzing ADSL Dialup
ADSL U=zer admin
ADEL Pazzword [T}

Submit ] [ Refresh

To remove this message, purchase the
P D F product at www.SolidDocuments.com
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7) UPnP Settings

Please select Using UPnP to Map Port if the router has the function, while leave it

blank if none.
OPnFP Settings
Uzing UPnF to Map Port
[ Submit ] [ Refrezh
8)

Mail Service Settings:

Sender: input a valid email address to send pictures when alarm triggered;
Receiver: input a valid e-mail address to receive pictures when alarm triggered. Now

it supports up to 4 receivers.

SMTP User and Password: the user and password of the sender (email account and

password).
Device Info
Alarm Service Settings Alias Settings
Motion Detect Armed DatekTime Settings
7 e Users Settings
Motion Detect Senzibility 5 v| Nulti-Device Settings
alarm preset linkage None v| Basic Network Settings
Alarm Input Armed O Domain Name Service Set
I0 Linkage on Alarm 0 Wireless Lan Settings
- . . ADSL Settings
Send Alarm Notification by Mail UPnP Settings
Upload Image on Alarm DDAS Service Settings
Upload Interwal (Seconds) |2 Hail Service Settings
Seheduler Ftp Service Settings
Dax © 1 2 3 4 5 6 7 8 9 1011 12 13 14 15 16 17 1819 20 21 22 23| e 0 &
it Nedia Configuration
Mon Record Schedule
;:; Record Information
Thu Record Path
el [ [ [[[[[]]]]] PTZ Settings
e Upgrade Device Firmware

[ Refresh

Submit |

Restore Factory Settings

Eeboot Device

Log

Back

1 @:90:90:9:0:90"9:0: @
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Device Info

Hail Service Settings Alias Settings
Sender buygood®139. com Date&Time Settings
= = Users Settings
Receiwver 1 z0likeTT@zmail. com P 2 2
Hulti-Device Settings
Receiver 2 Bazic Network Settings
Receiwer 3 Domain Name Service Set

¥ireless Lan Settings
ADSL Settings

Receiwer 4

SMTP Server amtp. 1359, com UPnP Settings
SMTP Port 25 DDRS Serwice Settings
Need futhentication Wail Service Settings
SMTE T=er |buygood@139. com | Ftp Service Settings
Alarm Service Settings
SMIP Faszsword |"""""" | Hedia Configuration
[TESt] Please set at first, and then test. Record Schedule
Eeport Internet IP by Mail O Record Information
[ Submit ] [ Refresh Record Path

PTZ Settings

Opgrade Device Firmware

Restore Factory Settings

Reboot Device

Log
Back

9) Ftp Service Settings

Ftp service is used to send the captured pictures when alarm triggered to ftp server
and save them. If the camera is not connected to the Internet, there is no need to
set this function.

FTP Server tekego.com.cn

FTF Port 21

FTP User CWCE240

FTP Pazsward (TTTITTT)

FTF Upload Folder ipcamera_alarm |

FTF Mode FORT +

Upload Image Now

Upload Interval { Seconds) 1 |
[ Submit ] [ Refresh ]

FTP Server: the website you want to upload the picture to;

FTP Port: 21

FTP User: user name to login ftp server;

FTP Password: password to login ftp server;

FTP Upload Folder: folder to upload the save the pictures;

FTP Mode: please select PORT;

Upload Image Now: when it's selected, the camera will upload pictures immediately
after it comes into effect;

Upload Interval (Seconds): set the upload interval; unit: second.

10) Alarm Service Settings:
Click "Alarm Service Setting” and it will enter the page below:
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Mlotion Detect Armed
Motion Detect Sensthility |5 V|
Alarm Input Armed "]
[0 Linkage on Alanm FI
Send Mail on Alarm F]
Upload Image on Alarm
Upload Interval (S econds) |EI
Scheduler
Day 0 1 2 3 4 5 4 7 & 9 10 11 12 13 14 15 16 17 18 19 20 21 23 13
sun HERRNENN
Ivlon
Tue
Wed
Thu
Fr
Sat
[ Submit ] [ Refresh ]

Motion Detect Armed: Moving objects trigger alarm;

Motion Detect Sensibility can be selected as 1~10 with sensitivity increasing;

Alarm Input Armed: Alarming signal input triggers alarm;

IO Linkage on Alarm: when alarm triggered, it will link the external device connected
with IO port;

Send Mail on Alarm: snapshot and send email on alarm. For details, please refer to
"Mail Service Settings"”;

Upload Image on Alarm: Upload images to ftp server on alarm. Upload Internal can be
set. For details, please refer to "Ftp Service Settings”;

When motion detect and I/0 alarm are triggered, the alarm will be activated in a few
seconds and the camera starts recording for one minute (video is saved in local PC) if
the camera is login at monitoring status.

The red button indicates alarm of the camera (motion detection or I/O alarm
triggered).

2 1 @:0:30:@:@:@ @@ @

11) PTZ Settings
Singal lamp: closed (Green indicator light: closed)

Singal lamp: mode 1 (Green indicator light: open)

SOLID CONVERTER PDF > et s pios e



start-up don't automatically rotating:

Go on the center on (not choose), with the pre - bit (choose)
Rotating speed:

O the slowest, 10 the fastest

PTZ Settings

Singal lamp Cloze w

Go center on boot{do not zo center, must disable preszet )

against pre—bit

[! D[

FTZ =zpeed

Tpward patrol zpeed

ofl o|f =
£

Dovnward patrol zpeed

Leftward patraol =zpeed

de

=
if)

Rightward patrol zpeed

Submit ] [ Refresh

12) Upgrade Device Firmware

Don't upgrade any program without the guidance from supplier

Opgrade Device Firmware

Upgrade Devwice Firmware H;ﬂ%ﬁ... ] [ Upgrade
Upgrade Dewice Embeded Web UI “;ﬂ%ﬁ_,_ ] [ Tpgrade

13)restore factory

14 5
FESRBHUICIE AT DU A IO D01 AR AT LUK 38 BE 4, AE BB B HIR S R 4% 4
RESET ## A% 10-15 7, HBEHIFAITSNE—F, WaEH.
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*12 FHWA

HBEEFHEZ, LI Phone 4 4
No Plug-In#is GEHTHEETIW RS -&FF
% i FEBE 3G 22:03 85% b

JLAT A
cGSQa.camcctv.coml

Als|o|Fla|H]y]K]L
° EEIIEIIIN a
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space space

i FEBGE 36 23:43 88% b .. TEELE 3G 3 23:48 85% b

euisch French  Tilion  Polski B2 #gaor flbdor | ocx

ActiveX #{iEHT IE J5EE8)

g3
No Plug-In #30GE BT &8 F )
=3
E:
FEIMAE 1024 768 R STEIE
)| » = o < » = o L6 |

% 13 Packing list

Wireless camerax1
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Bracketx1

Antennax1

Power Adaptor DC 5Vx1

CDx1 (IP Camera Tool, RecordPlayer)

% 14 Function & Upgrade Comparation

Image Compression: M-JPEG

Image Compression: H.264

6mm lens

6mm lens

Day and night

Day and night

IR 2.0Lux IR 5-8m

IR-Cut 0.3Lux IR 5-8m

Without color shift

Pan/Tilt Angle :
Vertical: 120°

Horizontal:270° &

Pan/Tilt Angle :
Vertical: 120°

Horizontal:270° &

Ethernet: One 10/100Mbps RJ-45

Ethernet: One 10/100Mbps RJ-45

Wireless Standard: IEEE 802.11b/g

Wireless Standard: IEEE 802.11b/g

Audio: two ways

Audio: two ways

No sd Card

Maximum support 166 sd Card

Video takes up the space: 16/40min

Video takes up the space: 16/720min

Support mobile browsing : HTTP

Support mobile browsing : HTTP, RSTP

Box size: 200*120*180cm Weight: 600g

Box size: 200*120*180cm Weight: 600g

%15 IR-CUT

S SOoLID

To remove this message, purchase the
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When the IR IP Camera is equipped with IR Auto device,
it has great color at daytime without color shift.

Technical support email : ip-camera2011@hotmail.com

Please at first indicate the serial number for the fault camera so that we can give
you satisfactory reply: please view it on information column.

Device S5tatus

Device ID 0O0000000CEEC0

Please contact supplier when you Can not inquires the serial number by access to a
camera.

Especial declaration: only response for technical operation questions, about product
price and other business problem we refuse to reply, please contact with your supplier,
thanks so much for your support!

Acquire a dynamic domain name

1. Logon www.dyndns.com.
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About DynDNS

DS Inc. DynDNS services help our users keep connected.

Forrrizd i1 1008, Dynamic Mobwotk Sorv ces Inc, (ONS Ino) provides domain narme
gvsharn (DMNS) services with the hichest evels of redundancy, sa-vice, and suoport ir
the indlistry. Qur wor d-c aes team of DNE experts alows us to provice unprecedent=d
nuality nf sere re and supnnes, and oor nss nf perven noen stoeee terbnnlngy redres
cost ard risk to our usets. The resalt? Superior DNS service and value.
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Keepning Connected with NS

LS was oreaed o make the Inernet easler t use, B2fore DNS, Corpuers
Lorriehed I U Tl we e Lnby reachiable by thieir Loripuen addness, Lalled o IR
aullress, wriller lke 63,208, 196,66, Inbernel pior eers 24l o syslem o el DS
whch allowed hostmamzs Tke www website.com” and "mrail mvcanmpaty.con' 1o be
used ir plece of the numbe-s, This translstior ocours sutomatically,

Domain Name Service (DNS)
- What is DNS?

The Intzract systom thas transkates
Auman-urdarstandabe hostnames (ks

wewen Clypcing com ) irto computer-
_inclzrstardable IP addresses (ke
33.2M3.19A.AA) ~nd hark again.
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LS .0 has operated LynLM= a3 a brand of semvices staring w th a free Lynamic LMS servic2s hetsuse some Inermet Lsers have I
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2. Click "Account”. If you already have an account, please just fill the username and

password, and login. Otherwise, please select "Create one now" and it's freel

() DynDNS

Iy Ao il
Crrate Arconnt
I nigin

Lost Passwerd?

Search
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theipr

Uzer

| [ Lo ]
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laws

Login

aczount Logir

Jserrame: [Hpcam Password:

HLogh]

Con't havs on acoount?

Creale one now - il's el
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3. Fill in the necessary information and do remember your Username and Password,

or you can take them down. After completing the information, click "Create Account”.

This document was created using
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www.dyndns.com

| Login |

Passr

o DYH D NS eers | H-pCAM

About Sarvices Arcount Spport [enws

Lot Pamwnkd? - Creats Sroce nb

Iy et

Create Your DynDNS Account
Crear AZoount

Flease cormpletz the form tc areate your Tee DvnDNS Aocount
Logir

Last Pegsword? ~lker Infirmatinn

Search Email Address: l:l Tastustions be activate your azccurk will be sont o the crnail address provided,

3 ) onr pasavard vzl o e e D5 Jaracters 2 can o e e saie 2 g sser e, Cu
Eearch Passward: [ | e e i b el o

- About You (optional)

Prowidiag tis ifrreation will el os tnheter nnderstand noe costrmers. and -3 e 30re nfferings moce AnraTey fooyne nracds.
Tharks far yaur help!

How did you hear about I:I gediosr:ct sall your aczount inbornation b anyore, induding your ennail

us:

- Terms of Scrvice

Flease read the accepatsble Lee policy (4175 and acoept it prior 1o creating your account Also acknowledge that vou nay only have
ore 1) free accont, ard that oreacicn of rultiple free accourts will result in the deletior of all of vour sccourts,

Policy Last Modified: May 21, 2008 e

1. ACENOWLEDGHMEMNT AND ACCEPTANCE OF TERMZ OF SERVICE

L1]l services provided by Dynawic Network Services, Inc.,
["DynDN2"™) are provided to you (the "Member'™) under the
Terms and Conditions set forth in this Acceptable Use Policy
["ALTP™) and any other operating rules and policies set forth
by DynDIS. The AUP cowprises the entire agreewsnt hetween
the Mewber and DynDNS and supersedes all prior agreements
hetween the parties regarding the subject matter contained
herein., BY COMPLETING THE REGISTRATICH PROCESS AND CLICKING
THE "Acecept®™ BUTTON, ¥OU ARE INDICATING YOUR AGREEMENT TO EE
BOUND BY ALL OF THE TERM3 AND CONDITIONI OF THE AUP.

Z. DEBCRIPTICH OF ZERVICE hdt
1 agree to the AUP:

I will only create one (1)
free account:

- Mailing Lists {optional)

DynDMS maintains a number of mailing lists designed to keep our users informed about product annoucements, client development,
our company newsletter, and our systerm status, Please use the checkboxes below to alter your subscription preference. vour
subscription preference may be changed at any time through the account settings page.

newsletters: [
press-releases: [

system-status: []

-~ Next Step

after you click "Create Account”, we will create your account and send you an email to the address you provided, Please follow the
instructions in that email to confirm your account, You will need to confirm your account within 48 hours or we will automatically
delete your account, (This helps prevent unwanted robots on our systems)

Create Account
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Then the Dynamic Network Services Inc. will send you an email to the email box you
have filled fo confirm your registration. Next, please logon the website it has
specified to activate the account, for example,

4. Fill the username and password and login.

(Y DynDNS

Pas: |

HLDgin ]

About SEFYICES ACCount Suppcrt Mewrs

Lovst Passankc? - Cracte Scconnt

Create account

Login

Lost Massworc?
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5. Now you have login your account and you need to add host services to your account.
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Click "My Hosts" and it will list the hosts you own. If you're a new user and have no
host, please select "Add Host Services".

D D N S 1ngged Tr iser: wh-ipran
y n Wy Services - My Cart - _og Ot

Abot Services AZCOUNT Suppor: Mewes
Iy Account =
Account Summary for rh-ipcam
Iy 'Services
My Services Dilling Account Settings
ALoounl Sellrys
;= s Wi, mocife, purchase, snd $ Updzte your bilhnc Lpdate your emall adcress,
Gilling T "4 U el yuur e viles, %‘ infur nalun, Lurmple 2 o i sl el eries, g ekl
Z My Cart purchase, and view imvoices. W2 account,
L’:Eﬁ gl Iy Zonee Vieww Shopping Cart Charge Ernail Add-ess
Add £I08 Sarvices artive Services Charge Passwnrd
Scarch
|:| By Hisls Order History Charge Usarname
Add Host Services BllIng =rofile and vauchers Caontact Manager
Aecountlngrades Renew Serv ces Mailing Liszs
MailHop UJtounc Auto Roncwy Sottings Mawe Sorvices
NEfwark Moniorin Syac Expirstions Praforances

SSL Cersifcates Clrse ar-rint

Rccursive DHE

SLpport
DNS Servce Level AFEEMENT
FPremizr Support

Contact Sappart

6. Fill in a hostname and select a domain you like. You can select Wildcard: Yes, alias

"hostname.domain” to same settings, or leave it blank. There are three service types:
Host with IP address, WebHop Redirect and Offline Hostname. We recommend you
select the first one and the web will detect your IP address automatically. (The IP
address is your Ethernet IP address and you can find it at your WAN interface
setting in your router/switch.) As it's successfully created, you will find it at My
Hosts.
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Add New Hosthame

t Host Services

Mate: Yau currently don't have Account Upgrades in your account. You cannaot use some of our Host Service features. Please consider
buying sccount upgrade that make this form full-functional and will 3dd several other features, Learn Mare...

Hostname: | | . |Se|ﬂp.net b

Wildcard: [ ‘es, alias "*.hostname.domain" to same settings.

Service Type: () Host with IP address
) \WiebHop Redirect
O Offline Hosmame

IP Address:
Use autn detected IP address 116.77.51.57.
TTL value is 60 seconds, Edit TTL.
fail Routing:

[] ‘es, let me configure Email routing.

Create Host
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